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AUDIO AND VIDEO RECORDING STUDIO 

 

 

Costumers can order videoclips, photographs, audio records in the studio, which is functioning with permanent staff. It’s also possible to rent the 

studios without technical staff. The audio studios are being installed with controll- and computer rooms.(connected with sound insulated glass 

windows) 

The first studio with wide span is able to accept Video productions with „blue box” technic.There is possibility for video and audio post 

productions as a complex service in the audio studio and in the video cutter. Scenery is moved by small electric trolleys between trucks, storages 

and studios. Windows and openings are not needed for the studios. (Artificial light and air conditioning is demand) 

 

 

STAFF DATA: 

1 person director 

2 person secretary 

2 person administrative office 

2 person management office 

 

1person reception 

3person engineer 

2person photographer 

3person semi-skilled workers 

6 person technician 

 

TRANSPORTATION 

2 pcs 1,5 t truck 
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DETAILED DESIGN PROGRAM:  

 

1. STUDIOS, TECHNICAL ADDITIONAL ROOMS  

1.1 Studio 1. (sound- and light lock, clear height=6,00)    120,00 m2 

1.11 Recording room 1.     10,00 m2 

1.2 Studio 2. (sound- and light lock, clear height =4,00)    40,00 m2 

1.21 Recording room 2.     10,00 m2 

1.3 Audiostudio 1. (sound lock)     25,00 m2 

1.31 Recording room 1.     10,00 m2 

1.32 Computer room 1.     6,00 m2 

1.4 Audiostudio 2. (sound lock)     25,00 m2 

1.41 Recording room 2.     10,00 m2 

1.42 Computer room 2.     6,00 m2 

1.5 Audiostudio 3. (sound lock)     25,00 m2 

1.51 Recording room 3.     10,00 m2 

1.52 Computer room 3.     6,00 m2 

1.6 Rehearsal room 1.     30,00 m2 

1.7 Rehearsal room 2.     30,00 m2 

 

2. TECHNOLOGY ADDITIONAL SPACES 

2.01 Scenery and equipment storage (height=4,00)     100,00 m2 

2.02 Scenery workshop     20,00 m2 

2.11 Video-, computer technician     15,00 m2 

2.12 Storage     15,00 m2 

2.21 Light lock     4,00 m2 

2.22 Negativ laboratory     10,00 m2 

2.23 Positive laboratory     10,00 m2 

2.31 Video cutter     10,00 m2 

2.41 Audiostudio (soundlock)     15,00 m2 
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3. SOCIAL BLOCK 

3.01 Dressing and makeup room-women (10 person, sink, shower, toilet)    20,00 m2 

3.02 Dressing and makeup room-men (10 person, sink, shower, toilet)    20,00 m2 

3.03 VIP dressing and makeup room, with restroom     20,00 m2 

3.03 Restroom     25,00 m2 

3.11 Changing room men, type „C” , 10 person /shift    20,00 m2 

3.12 Changing room women, type „C” , 5 person /shift    15,00 m2 

3.13 WC blocks (close to studios and offices)     30,00 m2 

3.14 Teakitchen     10,00 m2 

 

4. OFFICE BLOCK 

4.01 Leaders office 1 person     15,00 m2 

4.02 Secretary 2 person     15,00 m2 

4.03 Meeting room 6-8 person     20,00 m2 

4.04 Press room 50 person     50,00 m2 

4.05 Administration office 2 person     15,00 m2 

4.06 Management office 2 person     15,00 m2 

4.07 Teakitchen      10,00 m2  

4.08 Reception (24 hours) 1 person     8,00 m2 

 

5. INSTALLATION ROOMS 

5.01 Electrical room      8,00 m2 

5.02 Ventillation room      25,00 m2 

5.03 Boiler room      25,00 m2 

6. CORRIDORS VISUAL AND SOUND LOCKS 

6.01 Lobby, reception      30,00 m2 

6.02 Corridors (estimated 15%)     150,00 m2 

6.03 sound- and light locks 

       

Around +/- 10-15 % floor area difference between the program and the plan is possible! 
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